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Thermistor Probe with Bipolar Connector

TDS / Salt Meter 390 
Measure the concentration of dissolved TDS/salt (NaCl)

Model #
Description Application Range°F°C Probe

tip Dimensions Insulation
Material 

CX13B
Surface flat disk

probe
Surface -40° to 300°F

-40° to 150°C 30 
Stem Length: 3.15”(80mm)
Diameter: .3” (7.5mm) 
Lead Length: 15.7” (0.4M) 
IP Rating: N/A

PVC

FX12B
Liquid immersion

probe
General Purpose -40° to 300°F

-40° to 150°C 24
Stem Length: 3.15”(80mm)
Diameter: .13” (3.2mm)
Lead Length: 15.7” (0.4M)
IP Rating: 67

PVC

FX13B
Liquid immersion

probe
General Purpose -40° to 300°F

-40° to 150°C 24
Stem Length: 8”(203mm)
Diameter: .13” (3.2mm)
Lead Length: 15.7” (0.4M)
IP Rating: 67

PVC

GX15B
Shielded air probe Air -40° to 300°F

-40° to 150°C 44 
Stem Length: 3.15”(80mm)
Diameter: .13” (3.2mm) 
Lead Length: 15.7” (0.4M)
IP Rating: N/A

PVC 

REFER TO THE TPI WEBSITE FOR ADDITIONAL OR OEM PROBE OPTIONS

EX11B
extension lead
male to female 

Thermistor
probes N/A NA

Stem Length: N/A
Diameter: N/A 
Lead Length: 36” (0.9M) 
IP Rating: N/A

PVC 

Thermistor Probe with Lumberg Connector
Model #

Description Application Range°F°C Probe
tip Dimensions Insulation 

Material 

FX11L
Liquid immersion

probe

General
Purpose, Liquid 

-40° to 300°F
-40° to 150°C 24

Stem Length: 4”(102mm)
Diameter: .13” (3.2mm)
Lead Length: 39.4” (1M) 
IP Rating: 67

PVC 

Hanger Ring

LCD Display Part

Hold (TEST) switch

Measurement Selection
(MODE) Switch

Power (ON/OFF)
Switch

Sensor Probe

Sensor Part

Supporting
Spoon (x2)

FAQWhat is TDS?
Water contains a variety of minerals and salts such as calcium, magnesium,
carbonate, chloride, nitrate, etc. TDS is the sum of these amounts.

VKF300M
K-Type Thermocouple
Calibrator
Reliable K-type thermocouple, low
battery indicator, and easy on-site
thermometer calibration checking.
Accuracy at 23°C is ±0.5°C or ±
.9%°F.
VKC300M: Centigrade version

Food: amount of salt in 
food, seafood, or 
processed foods

Health: amount of
salt intake

Water: testing purity 
of water

VX11B -18°C or -0.4°F
VX12B 0°C or 32°F
VX13B 70°C or 158°F

Lumberg Thermistor Test Caps 

Bi-Pole Thermistor Test Cap
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VX11L 0.4 F or -18 °C
VX12L 32 F or 0 °C
VX13L 158 F or 70 °C




